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INTISARI 

Sebagian besar wilayah Indonesia merupakan daerah perbukitan dan 

pegunungan dengan lereng-lereng yang curam sehingga berpotensi besar untuk 

menimbulkan gerakan tanah. Semakin panjang lereng dan kemiringan lereng 

maka proses berlangsungnya erosi akan lebih besar dan semakin besar pula 

kecepatan aliran air di permukaannya sehingga pengikisan atau erosi terhadap 

bagian-bagian tanah makin besar, begitu pula yang terjadi didaerah tangkapan 

air Waduk Sermo yang mana kondisi didaerah tersebut memiliki 4 kelas 

kemiringan lereng serta memiliki tingkat curah hujan yang relatif tinggi. Lahan di 

kawasan waduk Sermo itu sebagian besar berupa tegalan, kebun campuran, 

sedangkan sisanya perkampungan, dan sedikit sawah, kondisi seperti ini yang 

dapat meningkatkan laju erosi.  

Mengetahui tingkatan laju erosi pada daerah tersebut dengan 

menggunakan rumus empiris USLE dan bantuan Software ArcGIS 10.1. Rumus 

USLE untuk menganalisis curah hujan, kemiringan lereng, jenis tanah serta 

faktor penutup lahan dan menggunakan ArcGIS 10.1 sebagai program bantu 

untuk menganalisis data spasial. 

Hasil perhitungan menunjukan bahwa erosi yang terjadi di daerah 

tangkapan air Waduk Sermo pada Tahun 2013 sebesar 1.325.901,3 ton/tahun 

sehingga dapat dikatakan bahwa erosi yang terjadi di daerah tangkapan Waduk 

Sermo sepanjang Tahun 2013 dikategorikan sebagai erosi kelas IV ( tinggi) atau 

dengan kata lain sebagai kondisi jelek. Erosi terbesar berasal dari daerah kebun 

campuran, tegalan dan permukiman..Untuk mengurangi tingkat erosi di daerah 

tersebut maka ditambahkan simulasi berupa pengendalian erosi menggunakan 

metode vegetatif, dengan perbaikan pengolaan tataguna lahan sehingga tingkat 

erosi menjadi sebesar 978.882,60 ton/tahun. 

 

Kata kunci :Erosi, Daerah Tangkapan Air, USLE, ArcGIS 10.1 
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ABSTRACT 

Most of the regions in Indonesia are steep hillsides and mountain ranges 

that potentially cause land movement. If the leght and inclination of a slope is 

longer, erosion process and speed of water flowing in the surface will be faster. It 

causes bigger erosion in the parts of land. It happens in the Waduk Sermo’s 

catchment area, that has four classes of slope and high rain level. The areas 

around the Waduk Sermo are tegalan, plantation, residences, and rice fields. This 

condition can increase the erosion process. 

 Find out the level of erosion in that area uses the empirical formula USLE 

and ArcGIS 10.1 software. The formula USLE to analyse rain, inclination of 

slope, land character, and factor of land cover and using ArcGIS 10.1 as assist 

program for data spatial analysis. 

The result shows that erosion in the Waduk Sermo’s catchment area in 

2013 is 1.325.901,3 tons/year. It means that the erosion level in Waduk Sermo’s 

cacthment area is categorized in level four (high) or other hand is a poor 

condition. The biggest erosion from the plantation, tegalan, and residences. To 

decrease the erosion level is the area, an addition simulation was done by 

controlling the erosion using vegetatif method. By repairing the land use 

management the erosion level result becomes 978.882,60 tons/year. 
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